
OVERVIEW
The Jonny Octave™ is an octave-up pedal designed to 
raise the apparent pitch of single notes on your guitar by 
one or two octaves. The controls are, from left to right, Oc-
tave 2 Volume and Octave 1 Volume. The two switches are, 
from left to right, Octave 1/Octave 2 selector switch and 
True Bypass switch. There are also trim pots on the inside 
for gain stage control which are explained in detail later in 
this manual.

OPERATION:
Plug your guitar into the right-hand input jack. Plug the out-
put into your other effects or your amp. Switch your guitar 
to the neck (rhythm) pickup and turn it up. Turn on the pedal 
with the right switch and click the left switch until the yel-
low LED is on. Turn up the volumes for both octaves to the 
middle. Play a note at the 12th fret and listen for the octave-
up sound... compare with the bypassed sound. Now select 
the red LED and listen to the 2nd Octave up sound, and 
compare with 1 Octave up. You might try playing double 
stops or a lower open string with a high (12th fret area) fifth 
or third harmony on a neighboring string and enjoy the sub-
frequencies generated by the ring-mod action. This is most 
apparent with the one octave setting.

BATTERY
When changing the battery, take care not to damage the 
battery clip wire, and tuck the wire in a safe place before 
closing the cover. Battery life is quite long. You may use any 
type of 9 Volt battery you like, but youÂ’ll get the best bat-
tery life with an alkaline.

WARRANTY & SERVICE
Your hand painted Jonny Octave™ has a lifetime warranty. 
Please visit http://zvex.com/website/repairs.html for any 
repair questions or more information.

Enjoy!

Congratulations! You’re the proud owner of a hand painted Z.Vex Effects Jonny Octave!™
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